
 

Test Report No.: G0M-2110-1071-CE01RAIL-V01 

Eurofins Product Service GmbH  
Storkower Str. 38c, D-15526 Reichenwalde, Germany  

Page 1 of 35 

ENVIRONMENT TEST REPORT 

Report Reference No. ..................... : G0M-2110-1071-CE01RAIL-V01 

Testing Laboratory ......................... : Eurofins Product Service GmbH 

Address ............................................. : Storkower Str. 38c 

15526 Reichenwalde  

Germany 

Accreditation : DAkkS-Registration number D-PL-12092-01-02 

 

 ............................ : ANTONICS-ICP GmbH 

Address ............................................. : Ameisenweg 5  

16727    

Velten     

GERMANY 

Test specification: In accordance with customer requests : 

Übersicht Prüfungen 2021 _ Eurofins  

Standard ........................................... : ISO 20653:2013 

EN 60068-2-11:2021 

EN 61373:2010 

EN 50155:2017 

 

Non-  None 

Equipment under test (EUT):  

Product description. .......................... : Antenna 

Model No. ......................................... : X-Plecs-TOP AMR 120 MF-05 -5- 5G MIMO 4x4 DS 
X-Plecs-TOP 200 AMR MF-04 -5- MIMO L 

Brand Name...................................... : X-Plecs 

Hardware Version ............................. : None 

Software / Firmware Version ............ : None 

Test result Passed 
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2 Result Summary 

 
 

Product Specific Standard Section Requirement  Test Result 

EN 50155:2017 

13.4.4 Low temperature start up test 

in acc. EN 60068-2-1(Ad) 

Tmin: - 40°C 

Duration: 6h 

P 

EN 50155:2017 

13.4.5.3 Dry heat thermal test - Cycle B 

in acc. EN 60068-2-2(Be) 

TTest: 85°C 

TTest +15°C: 100°C 

Duration: 12h 

P 

EN 50155:2017 

13.4.7 Cyclic damp heat test 

in acc. EN 60068-2-30 test Db variant 2 

TTest: 55°C and 25°C 

Humidity: 96 % 

Number of cycles:2 

Duration: (2 x 24) h 

P 

EN 50155:2017 

13.4.14 Rapid Temperature variation test 

in acc. EN 60068-2-14 test Na 

Tmax: 85°C 

Tmin: -40°C 

Dwell time: 1 h 

Cycle: 4 

 

P 

EN 50155:2017 

13.4.10 Salt mist test 

in acc. EN 60068-2-11 test Ka 

Tmax: 35°C 

Duration: 48 h 

P 

EN 61373:2010 

8. Functional random vibration 

Category 1B 

in acc. EN 60068-2-64 
P 

EN 61373:2010 

9. Simulated long live testing 

Category 1B 

in acc. EN 60068-2-64 
P 

EN 61373:2010 

10.Shock testing 

Category 1B 

in acc. EN 60068-2-27 
P 

EN 20653:2013 

IPX6 - Test 

Protected against powerful 

water jets 
P 

EN 60529:1991+AC:1993+A1:2000+ 

AC:2016+A2:2013+AC:2019 

IP6X-Test 

Dust testing with low pressure. Protected 
against access to dangerous parts with a 
wire. The access probe, 1.0 mm in diameter 

P 

EN 20653:2013 

IPX9K-Test 

high-pressure/steam-jet cleaning 

speed (5 ± 1) r/min spray at 0°, 30°, 60°, 90° 
Distance (100 to 150) mm  

14 to 16 l/min  

approx. (8 000 to 10 000) kPa  

water temperature 80 ± 5 °C  

30 s per position 

P 

 


